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but not limited to, the emission limita-
tions and the monitoring requirements,
as of the first day you meet the defini-
tion of an EGU subject to this subpart.
You must complete all initial compli-
ance demonstrations for this subpart
applicable to your EGU within 180 days
after you commence or recommence
operations that cause you to meet the
definition of an EGU subject to this
subpart.

(2) You must provide 30 days prior
notice of the date you intend to com-
mence or recommence operations that
cause you to meet the definition of an
EGU subject to this subpart. The noti-
fication must identify:

(i) The name of the owner or operator
of the EGU, the location of the facility,
the unit(s) that will commence or re-
commence operations that will cause
the unit(s) to meet the definition of an
EGU subject to this subpart, and the
date of the notice;

(ii) The 40 CFR part 60, part 62, or
part 63 subpart and subcategory cur-
rently applicable to your unit(s), and
the subcategory of this subpart that
will be applicable after you commence
or recommence operation that will
cause the unit(s) to meet the definition
of an EGU subject to this subpart;

(iii) The date on which you became
subject to the currently applicable
emission limits;

(iv) The date upon which you will
commence or recommence operations
that will cause your unit to meet the
definition of an EGU subject to this
subpart, consistent with paragraph (f)
of this section.

(i)(1) If you own or operate an EGU
subject to this subpart, and it has been
at least 6 months since you operated in
a manner that caused you to meet the
definition of an EGU subject to this
subpart, you may, consistent with
paragraph (g) of this section, select the
date on which your EGU will no longer
be subject to this subpart. You must be
in compliance with any newly applica-
ble section 112 or 129 standards on the
date you selected.

(2) You must provide 30 days prior
notice of the date your EGU will cease
complying with this subpart. The noti-
fication must identify:

(i) The name of the owner or operator
of the EGU(s), the location of the facil-
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ity, the EGU(s) that will cease com-
plying with this subpart, and the date
of the notice;

(ii) The currently applicable sub-
category under this subpart, and any 40
CFR part 60, part 62, or part 63 subpart
and subcategory that will be applicable
after you cease complying with this
subpart;

(iii) The date on which you became
subject to this subpart;

(iv) The date upon which you will
cease complying with this subpart,
consistent with paragraph (g) of this
section.

(j) All air pollution control equip-
ment necessary for compliance with
any newly applicable emissions limits
which apply as a result of the cessation
or commencement or recommencement
of operations that cause your EGU to
meet the definition of an EGU subject
to this subpart must be installed and
operational as of the date your source
ceases to be or becomes subject to this
subpart.

(k) All monitoring systems necessary
for compliance with any newly applica-
ble monitoring requirements which
apply as a result of the cessation or
commencement or recommencement of
operations that cause your EGU to
meet the definition of an EGU subject
to this subpart must be installed and
operational as of the date your source
ceases to be or becomes subject to this
subpart. All calibration and drift
checks must be performed as of the
date your source ceases to be or be-
comes subject to this subpart. You
must also comply with provisions of
§§63.10010, 63.10020, and 63.10021 of this
subpart. Relative accuracy tests must
be performed as of the performance
test deadline for PM CEMS, if applica-
ble. Relative accuracy testing for other
CEMS need not be repeated if that test-
ing was previously performed con-
sistent with CAA section 112 moni-
toring requirements or monitoring re-
quirements under this subpart.

[77 FR 9464, Feb. 16, 2012, as amended at 77
FR 23402, Apr. 19, 2012]

§63.10001 Affirmative defense for
exceedence of emission limit during
malfunction.

In response to an action to enforce
the standards set forth in §63.9991 you
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may assert an affirmative defense to a
claim for civil penalties for
exceedances of such standards that are
caused by malfunction, as defined at 40
CFR 63.2. Appropriate penalties may be
assessed, however, if you fail to meet
your burden of proving all of the re-
quirements in the affirmative defense.
The affirmative defense shall not be
available for claims for injunctive re-
lief.

(a) To establish the affirmative de-
fense in any action to enforce such a
limit, you must timely meet the notifi-
cation requirements in paragraph (b) of
this section, and must prove by a pre-
ponderance of evidence that:

(1) The excess emissions:

(i) Were caused by a sudden, infre-
quent, and unavoidable failure of air
pollution control and monitoring
equipment, process equipment, or a
process to operate in a normal or usual
manner, and

(ii) Could not have been prevented
through careful planning, proper design
or better operation and maintenance
practices; and

(iii) Did not stem from any activity
or event that could have been foreseen
and avoided, or planned for; and

(iv) Were not part of a recurring pat-
tern indicative of inadequate design,
operation, or maintenance; and

(2) Repairs were made as expedi-
tiously as possible when the applicable
emission limitations were being ex-
ceeded. Off-shift and overtime labor
were used, to the extent practicable to
make these repairs; and

(3) The frequency, amount and dura-
tion of the excess emissions (including
any bypass) were minimized to the
maximum extent practicable during
periods of such emissions; and

(4) If the excess emissions resulted
from a bypass of control equipment or
a process, then the bypass was unavoid-
able to prevent loss of life, personal in-
jury, or severe property damage; and

(5) All possible steps were taken to
minimize the impact of the excess
emissions on ambient air quality, the
environment and human health; and

(6) All emissions monitoring and con-
trol systems were kept in operation if
at all possible, consistent with safety
and good air pollution control prac-
tices; and
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(7) All of the actions in response to
the excess emissions were documented
by properly signed, contemporaneous
operating logs; and

(8) At all times, the affected source
was operated in a manner consistent
with good practices for minimizing
emissions; and

(9) A written root cause analysis has
been prepared, the purpose of which is
to determine, correct, and eliminate
the primary causes of the malfunction
and the excess emissions resulting
from the malfunction event at issue.
The analysis shall also specify, using
best monitoring methods and engineer-
ing judgment, the amount of excess
emissions that were the result of the
malfunction.

(b) Notification. The owner or oper-
ator of the affected source experiencing
an exceedance of its emission limit(s)
during a malfunction shall notify the
Administrator by telephone or fac-
simile (FAX) transmission as soon as
possible, but no later than two business
days after the initial occurrence of the
malfunction or, if it is not possible to
determine within two business days
whether the malfunction caused or
contributed to an exceedance, no later
than two business days after the owner
or operator knew or should have known
that the malfunction caused or con-
tributed to an exceedance, but, in no
event later than two business days
after the end of the averaging period, if
it wishes to avail itself of an affirma-
tive defense to civil penalties for that
malfunction. The owner or operator
seeking to assert an affirmative de-
fense shall also submit a written report
to the Administrator within 45 days of
the initial occurrence of the exceed-
ance of the standard in §63.9991 to dem-
onstrate, with all necessary supporting
documentation, that it has met the re-
quirements set forth in paragraph (a)
of this section. The owner or operator
may seek an extension of this deadline
for up to 30 additional days by submit-
ting a written request to the Adminis-
trator before the expiration of the 45
day period. Until a request for an ex-
tension has been approved by the Ad-
ministrator, the owner or operator is
subject to the requirement to submit
such report within 45 days of the initial
occurrence of the exceedance.

163



§63.10005

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

§63.10005 What are my initial compli-
ance requirements and by what
date must I conduct them?

(a) General requirements. For each of
your affected EGUs, you must dem-
onstrate initial compliance with each
applicable emissions limit in Table 1 or
2 of this subpart through performance
testing. Where two emissions limits are
specified for a particular pollutant
(e.g., a heat input-based limit in 1b/
MMBtu and an electrical output-based
limit in 1b/MWh), you may demonstrate
compliance with either emission limit.
For a particular compliance dem-
onstration, you may be required to
conduct one or more of the following
activities in conjunction with perform-
ance testing: collection of hourly elec-
trical load data (megawatts); establish-
ment of operating limits according to
§63.10011 and Tables 4 and 7 to this sub-
part; and CMS performance evalua-
tions. In all cases, you must dem-
onstrate initial compliance no later
than the applicable date in paragraph
(f) of this section for tune-up work
practices for existing EGUs, in §63.9984
for other requirements for existing
EGUs, and in paragraph (g) of this sec-
tion for all requirements for new EGUs.

(1) To demonstrate initial compli-
ance with an applicable emissions limit
in Table 1 or 2 to this subpart using
stack testing, the initial performance
test generally consists of three runs at
specified process operating conditions
using approved methods. If you are re-
quired to establish operating limits
(see paragraph (d) of this section and
Table 4 to this subpart), you must col-
lect all applicable parametric data dur-
ing the performance test period. Also,
if you choose to comply with an elec-
trical output-based emission limit, you
must collect hourly electrical load
data during the test period.

(2) To demonstrate initial compli-
ance using either a CMS that measures
HAP concentrations directly (i.e., an
Hg, HC1, or HF CEMS, or a sorbent trap
monitoring system) or an SO, or PM
CEMS, the initial performance test
consists of 30 boiler operating days of
data collected by the initial compli-
ance demonstration date specified in
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§63.10005 with the certified monitoring
system.

(i) The 30-boiler operating day CMS
performance test must demonstrate
compliance with the applicable Hg,
HCI1, HF, PM, or SO, emissions limit in
Table 1 or 2 to this subpart.

(ii) If you choose to comply with an
electrical output-based emission limit,
you must collect hourly electrical load
data during the performance test pe-
riod.

(b) Performance testing requirements. If
you choose to use performance testing
to demonstrate initial compliance with
the applicable emissions limits in Ta-
bles 1 and 2 to this subpart for your
EGUs, you must conduct the tests ac-
cording to §63.10007 and Table 5 to this
subpart. For the purposes of the initial
compliance demonstration, you may
use test data and results from a per-
formance test conducted prior to the
date on which compliance is required
as specified in §63.9984, provided that
the following conditions are fully met:

(1) For a performance test based on
stack test data, the test was conducted
no more than 12 calendar months prior
to the date on which compliance is re-
quired as specified in §63.9984;

(2) For a performance test based on
data from a certified CEMS or sorbent
trap monitoring system, the test con-
sists of all valid CMS data recorded in
the 30 boiler operating days imme-
diately preceding that date;

(3) The performance test was con-
ducted in accordance with all applica-
ble requirements in §63.10007 and Table
5 to this subpart;

(4) A record of all parameters needed
to convert pollutant concentrations to
units of the emission standard (e.g.,
stack flow rate, diluent gas concentra-
tions, hourly electrical loads) is avail-
able for the entire performance test pe-
riod; and

(5) For each performance test based
on stack test data, you certify, and
keep documentation demonstrating,
that the EGU configuration, control
devices, and fuel(s) have remained con-
sistent with conditions since the prior
performance test was conducted.

(c) Operating limits. In accordance
with §63.10010 and Table 4 to this sub-
part, you may be required to establish
operating limits using PM CPMS and
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